
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Standard Technical  
data sheet 
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·  Extremely low blistering when used 
at very high temperature, like  lead-
free soldering process 

 
·  Excellent processing 

characteristics: 
 

- outstanding strand integrity 
- low fines 
- excellent dry flow 

 
·  Excellent mechanical properties 
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923 is a high performance E-glass chopped strand used in 
extrusion compounding with high temperature thermoplastic resin 
and more particularly LCP. 
In order to comply with future environmental regulation evolutions 
and chemical lists of the automotive industry, 923 do not contain any 
Nonyl Phenol Ethoxylates (NPE) and so is a “NPE free” product. 
 
923 has been designed to allow the development of new generation 
of LCP for use in E&E and mainly connectors.  
 
LCP reinforced with 923 will benefit of a low level of blistering during 
lead-free soldering process. 
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Filament 

diameter (µm) 
Fiber length 
(mm / inch) 

Loss on ignition 
(%) 

10 / G 

13/K 

4.5  /  3/16 

3.0   /   1/8 

0.40 

0,40 

 
It is recommended that the Standard Product Specification 
pertaining to the product be consulted to obtain more precise 
information or characteristics. 
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Saint-Gobain Vetrotex reserves the right to change the information given herein without prior notice. 

 For further information our web site: www.vetrotexeurope.com                              (05/2005) 
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Packaging available : 

·  1100 kg bulk bags, 1000 kg octabins, individuals 20 kg bags, 25 kg cartons in Europe 
·  2205 lbs or 4410 lbs bulk bags, 1411 lbs bulk cartons, Individuals 50 lbs cartons in     
North America 
·  1000 kg bulk bags or 300 kg mag sacs, Individuals 25 kg cartons in South America 
·  1000 kg and 800 kg bulk bags, Individuals 20 kg bags in Asia. 
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·  The chopped strands should be stored in the dry and in their original packaging. 
·  Ideal conditions are between 15 and 35°C, and a relative humidity between 35 

and 65%. 
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