
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Technical data sheet 
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·  easy mixing into the resin 
 
·  because of their whiteness 979 

chopped strands do not colour the 
compound 

 
·  no pollution, e.g. coloured particles 

 
·  improved mechanical properties in 

both compression-moulded and 
injection-moulded parts. 
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979 is a high performance chopped strand reinforcement 
engineered for optimum performance in BMC compression, injection 
and transfer moulding applications. 979 sizing is specially formulated 
for maximum compatibility with polyester and vinyl ester resin 
systems. 
979 chopped strand reinforcements can be used in a wide variety of 
applications including appliance components, automotive headlight 
reflectors and valve covers; electrical junction boxes and switch 
components; hand tool housing, sinks and countertops. 
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Example : EC 14 6 mm 979 
E : Glass type 
C : Type of process: continuous  
14 : Nominal length of chop (mm) 
979 : Saint-Gobain Vetrotex code for sizing system 
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Loss on ignition 
(%) 

Moisture content 
(%) 

ISO 1887 : 1995 ISO 3344 : 1997 

1.5 < 0.15 
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Reference 
 

Filament diameter 
(µm) 

 
Chopped length 

(mm) 

979 
 

14 

 
3 
6 

12 
 

 

Electrical applications 

Reinforcements Europe 

Chopped strands 
for BMC 
 

 

 



 
 
 
 
 
 

Saint-Gobain Vetrotex reserves the right to change the information given herein without prior notice. 

 For further information our web site: www.vetrotexeurope.com                              (03/2005) 
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Examples of collective packaging : 
 

 
Product 

Net weight 
of bags 

(kg) 

Number of boxes 
 per pallet 

Pallet Dimension 
 LxWxH  

(cm) 

Net weight 
of pallet* 

(kg) 
 

979 

3 mm 

6 mm 

12 mm 

20 

20 

15 

30 

30 

36 

120 x 90 x 115 

600 

600 

540 

* Add 46 kg to obtain gross weight. 
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Static stacking of the pallets is possible up to two high (1/1). 
The chopped strands must be stored away from heat and moisture, in their original 
packaging. 
The best conditions are a temperature between 15 and 35°C and a relative humidity 
between 35 and 85%. 
If the product is stored at low temperature (below 15°C) it is advisable to condition it in 
the workshop, for at least 24 hours before use, to prevent condensation. 
The product can be stacked one plus one but it is recommended to use a plywood plate 
between the two pallets in order not  to damage the lower pallet. 
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It is the customer’s responsibility to satisfy himself that the Product is suitable for its 
intended use, taking into account the other components used and the fabrication 
process.  SG Vetrotex commercial service is willing to give advice to the customer 
about the Product, subject to the customer acknowledging that SG Vetrotex will not be 
held liable for the advice in any way whatsoever. If it is established that the Product is 
unsuitable for its intended use and the customer has, nonetheless, continued to use the 
Product for that use, he does so at his own risk.  SG Vetrotex will not accept any claim 
notified more than 6 months after sale of the Product.  In any event, SG Vetrotex’s 
liability is limited to the price of the Products and SG Vetrotex does not accept liability 
for any indirect or consequential loss or loss of profit.  SG Vetrotex does not limit its 
liability for death or personal injury caused by its negligence. 
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Tel:  +33 (0)4 79 96 82 07 
Fax: +33 (0)4 79 75 83 40 
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