




Storage 

P249 roving should be stored dry and in its original packaging. The best conditions 
are temperature between 10 and 35ºC and at a relative humidity between 35 and 
85%. 
 
If the product is stored at low temperature (below 15ºC) it is necessary to put the 
pallets to be processed for at least 24 hours prior their use into processing area and 
remove a part of protective cover of the pallet to prevent condensation of humidity. 
Static stacking of the pallets is possible one plus one (1/1), but it is recommended to 
use a plywood plate between the two pallets in order not to damage the lower pallet. 
 
 

Modifications 

This specification may be subject to change and a check should be made to ensure 
that the information is still current. 
 
 
SG Vetrotex Disclaimer 

It is the customer’s responsibility to satisfy himself that the Product is suitable for its 
intended use, taking into account the other components used and the fabrication 
process. SG Vetrotex commercial service is willing to give advice to the customer 
about the Product, subject to the customer acknowledging that SG Vetrotex will not 
be held liable for the advice in any way whatsoever. If it is established that the 
Product is unsuitable for its intended use and the customer has, nonetheless, 
continued to use the Product for that use, he does so at his own risk. SG Vetrotex 
will not accept any claim notified more than 6 months after sale of the Product. In 
any event, SG Vetrotex’s liability is limited to the price of the Products and SG 
Vetrotex does not accept liability for any indirect or consequential loss or loss of 
profit. SG Vetrotex does not limit its liability for death or personal injury caused by its 
negligence. 
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